ZANDER Blau

Alternatively available:

ZANDER SG 3

ZANDERF-10M
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*Downhill welding (PG) possible

REDRYING not applicable

ZANDER W-SG 3

ZANDER F-31B

ZANDERF-13R

Si Mn

0,40 0,50

PROPERTIES:
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Fe
balance

(without heat treatment; indicative values at room temperature)

Tensile strength Rm

Elongation (L=5d)

Yield strength ReH/Rp0,2

Impact energy (ISO-V)

Length[mm]
250
300
350
350
450
350
450
450

450

CURRENT TYPE
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Welding current[A]
50-75
50-75
70-105

100 -140
100 - 140
140-180
140-180
180 - 260

280-370



APPLICATIONS / FEATURES:

Thick rutile-coated universal electrode for joint welds in
almost all positions.

The weld metal is fine-scaled.

The slag lifts off automatically.

Very low spatter.

Good Zund- and Wiederzundfahig.

FIELDS OF APPLICATION:

Suitable for base materials such as:

S 235 JRG2 - S 365 J2,
P 235 GH, P 265 GH, P 295 GH,
P 355N and P355M.

ASTM A36 and ASTM A53

Size: all;

A106, A135, A283, A366, A285, A500,
A570, AB07, ABB8, A907, A935, A936.
Size: various;

X42 - X56.



