
ZANDER W-4332
Alternatively available:

ZANDER 4332 W
 

ZANDER 4332 Ti

ZANDER S-4829

EN ISO 14343-A: W 23 12 L Si

EN 12072: W 23 12 L Si

AWS A 5.9: ~ER 309 L Si

Material No.: 1.4332

Approval: TÜV

INDICATIVE ANALYSIS [%]

C Si Mn Cr Ni Fe
0,03 0,95 1,70 23,50 12,50 balance

WELDING POSITIONS PROPERTIES:
(without heat treatment; indicative values at room temperature)

Tensile strength Rm 510 [MPa]

Elongation (L=5d) 25 [%]

Yield strength ReH/Rp0,2 320 [MPa]

Impact energy (ISO-V) 55 [J]

DIMENSIONS

Ø [mm] Length [mm]

1,0 1000

1,6 1000

2,0 1000

2,4 1000

3,2 1000

4,0 1000

5,0 1000

SHIELDING GAS (EN ISO 14175)  I1 CURRENT TYPE  =(-)

APPLICATIONS / FEATURES:

welding rod made of austenitic CrNi steel with particularly
low carbon content for TIG welds on stainless and dissimilar
steels.

Corrosion resistance already in the first layer for cladding
and buffer applications.

For operating temperatures up to 300°C.

With prolonged annealing (above 300°C)

Nickel-based filler materials are to be used.

FIELDS OF APPLICATION:

Suitable for base materials such as:

1.4710 (G-X 30 CrSi 6),

1.4825 (G-X 25 CrNiSi 18 9),

1.4729 (G-X 40 CrSi 13),

1.2780 (X 15 CrNiSi 20 12),

1.4740 (G-X 40 CrSi 17),

1.4828 (X 15 CrNiTi 20-12).

Suitable for dissimilar metal joints, cladding and buffer layers.
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properties always relates exclusively to the weld metal. Approval of suitability for a particular purpose always requires an express written agreement. The revision number indicates the state of knowledge
at the time. All information is not legally binding.


